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SPECIALIY
METERS

Some jobs just require highly specialized products.
The nVent GARDNER BENDER Professional Grade
offering of highly specialized test & measure
products has been designed to meet

the demanding requirements of any jobsite.
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SPECIALTY OFFERING QUICK CHART

Specialty Offering Quick Chart..........cccceeeeieiveiieenieenn. 29
Phase Sequence and Open Phase Indicator................... 30

Wired and Non-Contact
Motor Rotation Direction

Phase Sequence Indication
Temp Range

Distance to Spot Ratio

FUNCTIONS

Emissivity
Backlit Display

Includes carrying case

CAT Rating

Agency Approval

Drop Rating

FEATURES

Crush Rating

Warranty
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Warranty
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Specialty Meters

GBP-PSI18031 PHASE SEQUENCE AND OPEN PHASE INDICATOR

Verify proper wiring and connection in

3-phase motor applications.

+ Visual rotation indication

« Color coded test leads R S T

+ Double insulated alligator clips for increased protection | 1 l
ok

* Non-contact motor rotation .__c”;;mw_o
* Shock resistant plastic housing K é e
« LED indication of phase wiring > Test leads for
. . . . e |aanoen phase sequence
+ Compact design and lightweight for easy handling nventisaes  GBP-PSIB031
. . Mofor and Phase Rotation Indicator
+ Includes convenient carrying case sensor TP SENsOR
« Operates from (1) 9 volt battery, included @ @
AC Voltage 90 - 600V ON
Push Switch Button v c;:;“ ' “ 8
Broad Operating Range | v/ :::' g 15 o] @] (@]
. L Limsswe | (O] 0] (O] @] |
Visual Indication v wsswa | (0] (] (@] [O] (@]
GwssiG | (O] (O] (o] (8] [O]
Color Coded Clips v
Frequency 15 - 400 Hz

(‘", @m CE GBP-PSI8031
N\ us Warranty prrsy

NON-CONTACT ROTATION DIRECTION, NO TEST LEADS NEEDED!

With this upgraded phase sequence and open phase indicator from nVent GARDNER BENDER Instruments, you can verify
proper wiring and connection in 3-phase motor applications. The GBP-PSI8031 features a compact design and is lightweight
for easy handling. It operates from (1) 9V battery (included) for easy replacement and is CAT Ill 600V. The indicator is built
with LED indication of phase wiring and is covered in a shock resistant plastic housing. The GBP-PSI8031 phase sequence
and open phase indicator is the perfect addition to any electrician’s tool bag.
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