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STANDARD CONFORMITY UL - IMQ - CCC - EAC - R.I.NA - AS/NZS
Approvals EN60947-5-1, UL508

Protection class mounted in PBS enclosure                                                  EN 60529 IP66/67/69K IEC: Buttons and switches

Conforms to UL50 Type 1

EN 60529

IP20: Contacts 

PBS-CB-NC/PBS-CB-NO/PBS-CB-NCS/PBS-CB-NOS

Material Group                                                                                                 EN60947-1 II

Pollution Grade                                                                                                 EN60947-1 3

Flammability                                                                                                                UL94 VO: live parts

Ambient Temperature                                                                                                    °C Operating: -25 +70

°C Storage: -30 +70

Climate Protection                                                                                    IEC68 part 2-3 Hot damp

IEC68 part 2-30 Unsettled Hot damp

Terminals:

Dimension A2

Terminal screw M3,5

Tightening torque 1,2 Nm  -  EN60947-1   -  12 lb.in. UL508

Capacity:

Solid and flexible conductors                                  Number of Cores 1 min/max mm² 1/2,5 screw terminals

                                                                                     Number of Cores 2 min/max mm² 1/2,5 screw terminals

AWG 20-12 screw terminals

Mechanical life:                                                                                        mil./operations

Push buttons with colour cap 3

Standard rotary switches 1

TECHNICAL DATA|ELECTRICAL CHARACTERISTICS

AS/NZS IEC                               *IMQ VALUES                SCREW TERMINAL                               SPRING TERMINAL
EC/EN 60947-5-1 CHARACTERISTICS PBS-CB-NC / PBS-CB-NO PBS-CB-NCS / PBS-CB-NOS
Rated insulation voltage Ui                                                        V 690* 690*

Rated impulse withstand voltage Uimp                                  kV 4* 4*

Operating frequency                                                                  Hz 50/60* 50/60*

Rated thermal current Ith                                                           A 16* 16*

Rated thermal current in enclosed Ithe                                    A 10* 10*

RATED OPERATING CURRENT IE:
AC-15                                                                                             V 24 60 110 230 400 440 500 690 24 60 110 240 400 440 500 690

                                                                                                       A 16* 12 8 6 4,5 3,5 1* 1 16* 12 5 5* 4 4 4* 2*

DC-13                                                                                             V        24             48            60            110            220        24            48            60            110            220

                                                                                                       A        2*            1,2           0,85           0,4            0,25*         2              2*             1*            0,4            0,4*

Conditional short circuit withstand current                             A 1000* 1000*

Fuse rating gG                                                                       500V 10A* 10A*

Contact insulation resistance                                                 mΩ <25 <25

Switching mechanism Slow break double gap contacts Slow break double gap contacts

Contact duty NC contact with positive opening NC contact with positive opening

Minimum tripping force 4N 4N

Electrical life AC15                                                     mil. cycles 1A/1,5 - 2A/0,5 - 3A/0,25 1A/1,5 - 2A/0,5 - 3A/0,25

UL 508 CHARACTERISTICS
General Use 10A-600V ac   -   2,5A-125V dc 10A-600V ac   -   2,5A-125V dc

Heavy Duty (HD) category A600-Q600 10A-600V ac   -   2,5A-125V dc
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D E V I C E  TA G S
CHOOSE YOUR TAGS

TAGS CAN BE FITTED/UNFITTED COME WITH SCREWS

55

60
20

62

Ø 3,5
STT-DEVICETAG-SS

STT-DEVICETAG-SS-FIT

5 R2
Ø

4

80

15

0,6

7,5
7,5

STT-WIRETAG-SS

STT-WIRETAG-SS-FIT

D E V I C E  TA G S
CHOOSE YOUR TAGS

TAGS CAN BE FITTED/UNFITTED-SUPPLIED WITH SCREWS
TAGS/FITTED DIMENSIONS CODE

ENGRAVED TAG ONLY

55

60
20

62

Ø 3,5

STT-DEVICETAG-SS

TAG FITTED TO DEVICE

STT-DEVICETAG-SS-FIT

ENGRAVED TAG ONLY

5

R2Ø 4

80

15

0,6

7,5
7,5

STT-WIRETAG-SS

TIE ON TAG WITH STAINLESS STEEL 
WIRE ATTACHED TO ENCLOSURE

STT-WIRETAG-SS-FIT

ECP-SS-ISR90
ECP-A-ISR90

ROOF FITTED TO A ES-SSB-22-TWI40 (EXAMPLE)

COMING SOON COMING SOON

STAINLESS STEEL/ALUMINIUM INSULATED SLOPING ROOF

NOTE: For batch numbering 
of tags please supply the 
numbers in an excel format.
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105 126

Ø 7

Ø 30
162,5

216,5

12833,5

DIMENSIONS-PC/PBT PLASTIC 30MM EMERGENCY STOP

DIMENSIONS-PC/PBT PLASTIC 30MM INDICATOR EMERGENCY STOP

105 126

162,5
Ø 30

Ø 7

12833,5

216,5

ES-P-22-TW30

ES-P-22-TWI30

2 X M20 CONDUIT THREAD

2 X M20 CONDUIT THREAD
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105 126,3

216,5

12833,5

162,5

Ø 40

Ø 7

DIMENSIONS-PC/PBT PLASTIC 40MM EMERGENCY STOP

DIMENSIONS-PC/PBT PLASTIC 40MM INDICATOR EMERGENCY STOP

105 126,3

Ø 7

Ø 40

12833,5

216,5
162,5

ES-P-22-TW40

ES-P-22-TWI40

2 X M20 CONDUIT THREAD

2 X M20 CONDUIT THREAD
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105

162,5

Ø 60

126,3

216,5

33,5 128

Ø 7

DIMENSIONS-PC/PBT PLASTIC 60MM EMERGENCY STOP

DIMENSIONS-PC/PBT PLASTIC 60MM INDICATOR EMERGENCY STOP

105

162,5

Ø 7

Ø 60

126,3

12833,5

216,5

ES-P-22-TW60

ES-P-22-TWI60

2 X M20 CONDUIT THREAD

2 X M20 CONDUIT THREAD
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129

235

127,5 105

35

161

Ø 6,3

Ø 30

105

161

127,5

235

Ø 30

Ø 6,3

35

129

DIMENSIONS-STAINLESS STEEL/ALUMINIUM 30MM EMERGENCY STOP

DIMENSIONS-STAINLESS STEEL/ALUMINIUM 30MM INDICATOR EMERGENCY STOP

ES-SSB-22-TW30 
ES-A-22-TW30

ES-SSB-22-TWI30
ES-A-22-TWI30

2 X M20 CONDUIT THREAD

2 X M20 CONDUIT THREAD
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129

235

127,5

35

Ø 40

161

105

Ø 6,3

129

235

Ø 40

127,5 105

161

35

Ø 6,3

DIMENSIONS-STAINLESS STEEL/ALUMINIUM 40MM EMERGENCY STOP

DIMENSIONS-STAINLESS STEEL/ALUMINIUM 40MM INDICATOR EMERGENCY STOP

ES-SSB-22-TW40
ES-A-22-TW40

ES-SSB-22-TWI40
ES-A-22-TWI40

2 X M20 CONDUIT THREAD

2 X M20 CONDUIT THREAD
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235

129 127,5

35

105

161

Ø 6,3

Ø 60

129

235

Ø 60

127,5 105

161

35

Ø 6,3

DIMENSIONS-STAINLESS STEEL/ALUMINIUM 60MM EMERGENCY STOP

DIMENSIONS-STAINLESS STEEL/ALUMINIUM 60MM INDICATOR EMERGENCY STOP

ES-SSB-22-TW60
ES-A-22-TW60

ES-SSB-22-TWI60
ES-A-22-TWI60

2 X M20 CONDUIT THREAD

2 X M20 CONDUIT THREAD
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105

161

O 6,3

253

18

INSULATED SLOPING ROOF

DIMENSIONS-STAINLESS STEEL/ALUMINIUM SLOPING ROOF EMERGENCY STOP

ECP-SS-ISR90
ECP-A-ISR90

2 X M20 CONDUIT THREAD

BUTTON SIZE IS 
ILLUSTRATION ONLY

PUB. No. CBD_STA V_0.4

TM For more information 
Call 1300 36 26 26  |  sales@colterlec.com.au   |   www.colterlec.com.au 
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