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SAFETY MECHANISMS AND COMPLIANCE
The device includes three independent positive drive 
mechanisms and S.P.D.T. change-over safety micro 
switches, meeting IEC 60947-5-5 and AS4024 standards. 
Tripping occurs when the trip cord is removed, over-ten-
sioned, activated, or manually tripped via the reset dial. 
Resetting requires proper tension on the trip cord.

INSTALLATION AND ADJUSTMENT
Quick setup and adjustment are facilitated externally. 
One device is needed per 50 meters of pull cord, with 
a matched compensation spring (P/N PS-60) for bidi-
rectional tripping, complying with safety standards.

ENCLOSURE SPECIFICATIONS AND DESIGN ELEMENTS
Made of high-impact, non-corrosive PC/PBT materi-
al, the enclosure is UV stabilised and flame retardant. 
Advanced design includes stainless steel springs and 
pull rods, double lip oil seals, and non-metallic pull rod 
bushings for enhanced safety.

Our Emergency Stop Pull Cord device is designed for 
ease of installation and maintenance, providing reliable 
performance in the most demanding environments. 
Ensure your safety protocols are up to standard with 
this durable and highly efficient safety device.

EMERGENCY STOP 
PULL CORD DEVICE
Introducing our state-of-the-art Emergency Stop Pull Cord Device, 
engineered for robust safety and reliability in industrial environments. 
This device features a UV stable, impact-modified, flame retardant 
PC/PBT enclosure, ensuring it can withstand harsh conditions while 
providing maximum safety performance.
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